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Significant efforts have been and are being spent on developing intensified tubular reactors for continuous 
manufacturing of fine and specialty chemicals. In this work, we have proposed a new design of passive 
mixer-cum-reactor for process intensification and development of continuous processes. The mixer/reactor 
consists of threaded inserts with cone-shaped ends, placed concentrically in the tube such that fluid flows 
through the annular region between the inserts and the tube. The proposed design is easy to fabricate, 
maintain, and overcomes the limitations of scale up/scale down compared to most of the commercial 
passive mixers. The split and recombine of flow around inserts, the swirling effect generated by threads, 
change in the swirl direction due to change in the direction of screw threads, and pinching effect/expansion 
at the cone-cone shaped ends realize desired enhancements in mixing and heat transfer. A detailed 
computational study has been carried out on the mixer-cum-reactor to characterize flow, mixing and heat 
transfer at different operating conditions using a verified and validated CFD model. Various designs and 
configurations of threaded inserts were considered: 5-channel, 7-channel and 9-channel, smooth surface 
(no threading) and smooth surface-extended rear end inserts. The flow, mixing and heat transfer were 
characterized over the Reynolds number range of 100 to 1600. Structure of the generated swirling flow, 
effect of pinching/expansion, direction reversal of flow, tracer fraction, temperature and path lines were 
investigated systematically to gain new insights. Threaded inserts could achieve excellent mixing (>99 % 
of mixing intensity) and heat transfer (7 times smooth inserts and 20 times without inserts). The presented 
results will provide a sound basis for selecting appropriate threaded inserts for intensifying mixing and heat 
transfer in tubular reactors. The work also provides a useful starting point for further work on multiphase 




Several research institutes, universities and companies throughout the world have programs based on 
continuous flow synthesis and manufacturing at various levels. Mixers/Reactors for continuous 
manufacturing of fine and specialty chemicals have been a hot topic not only in academics but have formed 
an integral part of variety of industrial processes. Enhanced mixing and heat transfer are primary 
requirement in many different industrial applications such as: a) Chemical industry: reaction rates, heat 
exchangers, etc. b) Petroleum industry: formation of homogenous drilling fluids which is a mixture of clay 
and stabilized oil in water emulsion, production of crude oil, etc. c) Pharmaceutical industry: mixing of 
different species of drugs, enzymes, etc. d) Paint industry: mixing of multispecies fluids like thinners, 
blenders, etc. There has been a paradigm shift in approach for manufacturing chemicals by preferring 
MAGIC (modular, agile, intensified, and continuous) processes over conventional ones. which has resulted 
into the development of variety of mixers/reactors.1,2 Mixers/reactors can be broadly grouped into two 
classes: a) active: uses moving surfaces to enhance mixing (rotors, vibrations etc.) and b) passive: uses 
geometrical configuration to enhance mixing and heat transfer.3 Several designs and geometric 
configurations involving folding structures, serpentine channels, splitting and recombining flows and 
obstruction have been used in passive mixers.4,5 
Active mixers promote mixing by introducing mechanical energy (in the form of rotation, vibrations, 
ultrasound, vapor pneumatic power), or dynamic differential pressure, ultrasonic or piezoelectric actuation, 
magnetic actuation, light energy (through laser irradiations) or through electro-kinetic energy.6–12 Although 
active mixers are capable of providing intense mixing, they often require complicated device actuators and 
fabrication protocols. Passive mixers are preferred over active devices for process intensification and 
modular processes, owing to no moving parts, thereby less maintenance; ability to number up; large heat 
transfer area; high mixing intensity; low pressure drop; cost-effective; compact, robust and simple for 
manufacturing. Considering several advantages of passive mixers and microfluidic devices having such 
features, they become the most obvious choice for mixing in modular processes for continuous flow 
systems. 
Several exhaustive reviews are available for classifying different types of passive mixers based on their 
operating principles, commercialization and applications indicating their importance and implications.3,5,13– 
19 The choice of mixer/reactor type is best determined by the specific application, available space for the 
device and even the desired level of complexity of design with acceptable fabrication tolerance. The scales 
at which they operate have been miniaturized for exploiting the increased surface to volume ratio. Many 
investigators have studied flow and mixing in various components of micro-reactors.14,17,20 Many designs 
of passive mixers are studied over last two decades and are also reviewed to compare the designs, 
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performance and flow patterns.21 Design of passive micromixers usually aims at increasing the tortuosity 
along the channel length so as to increase the contact area between the fluid elements and enhance 
diffusion.22–25 Another approach is to use hydrodynamic focusing to achieve better mixing. A third approach 
is the flow separation and recombination approach that can be achieved through various complex multi- 
layer channel structures, periodic or aperiodic alignment of various segments or objects in the channels, 
etc.10,26–31 Such variations in the flow within the smaller length scales and low Reynolds number lead to 
transverse flow or even tangential flow to generate chaotic advection. Depending upon the number of 
channels the fluid stream splits and then combines (i.e., lamination), the mixing rates get enhanced 
significantly. 
 
Challenges in most of the passive mixer designs are that each of the designs has its operating range and 
scale at which the best possible performance is achieved. An ideal passive mixer/reactor for realizing 
modular, agile, intensified and continuous (MAGIC) process is expected to have following characteristics: 
a) enhanced mixing; b) enhanced heat transfer; c) compact, robust, easy maintenance and high endurance; 
and d) no dead zones or back mixing. A large number of passive mixers/reactors have been 
developed/innovated to satisfy the above requirements. Unfortunately, no single mixer reactor design is 
found to satisfy all of the above requirements for a wide range of operating conditions. Therefore, there is 
a scope and need for developing novel designs that can overcome all the above limitations. We have 
reviewed some of the recently developed passive mixers in Table 1. The passive mixers can be classified 
into four categories based on their geometric configuration: a) Use bends with no change in cross-section 
of channel/ tube; b) Use varying cross-section of channel/tube; c) Use channel branching for flow split and 
recombine d) Use inserts to direct the flow in the channel. 
 
In this work, we propose a new patented design of passive mixer which is based on threaded inserts (Figure 
1a).32 The working principle is discussed in Section 2. A computational study is carried out to understand 
the flow physics, heat transfer and mixing characteristics of the proposed design. The purpose of this 
exercise of carrying out single-phase flow simulations is to understand the influence of various geometric 
and operating parameters on flow characteristics and use the results for designing appropriate experimental 
setup. Therefore, we conclude that this numerical study is a pre-requisite for establishing the design of the 
passive mixer/reactor. Preliminary experiments have been carried out for verifying the computational 
model. The key results of flow, mixing and heat transfer for three different inserts are presented over the 
Reynolds number up to 1600. The presented results will be useful for guiding the selection of threaded 




Table 1: Quantitative comparison of passive mixer working on geometric modification/variations 
 
Design of passive mixer Reference/ Design and studies performed Re; working fluid 
IM(max) 
% Nu/Nu(pipe) Dead zone 
Use bends with no change in cross-section of channel/ tube 
 
Yoon et al.33 
 
D= 2 mm; Lr = 5-40 
 
Zig-Zag channel with a semicircular cross- 
section 























Karale et al.34 
 
Serpentine channels of different radius of 
curvatures, with a square cross-section 
(1×1.5 mm2) 



















Kumar et al.35 
Singh et al.36 
D=5.5 mm, L = 3622 mm 
Coiled flow inverter 


























Wang et al.37 
Modified serpentine channel with an 















Hasabnis et al.25; Sharma et al.38 
Pinched tube (Experimental and numerical) 
10-1060; 







Vicente et al.39 
D = 18 mm 














a) Sparrow and Prata40 
b) Prata and Sparrow41 
Symmetric variation in the cross-section along 
the length of the circular tube 
a) Convergent-divergent channel 
b) Wavy channel 























Rafeie et al.42 
 
Threaded lemniscate-shaped micromixer 



















d=19-22 mm; pitch = 25-9mm 
a) Cauwenberge et al.43 (air); 
b) Kareem et al.44 (water) 
Helically or spirally corrugated Tubes 
(Numerical+ experimental) 
 

























Costa et al.45 
    
Micro-Meso 










Li et al.46 
Split-and-recombine micromixer with 
dislocation sub-channels 









 21 mm 
Viktorov and Nimafar47,48 
Splitting and recombination – chain or tear 
drop passive shaped 

















Hermann et al.49; Schonfeld et al.50 
 
Splitting and recombination- caterpillar mixer 












Inlet: 1×1.1 mm2 
 
Calabrese and Pissavini51; Nieves-Remacha et 
al.52,53 
Advanced-Flow Reactor 

















 Use inserts to direct the flow in the channel 
 
Kanaris and Mouza54 
d = 3 mm 











Zhang et al.55 
 















Inlet: 1×2 mm2 
Ranade et al.1; Khalde et al.56 
 
Triangular obstruction in between the channel 













Jung et al.57 
 












tinsert=4; dpipe=13.6; Lpipe=186 
Stec and Synowiec58 
 
Kenics and Koflo static mixer consisting of 
inserts placed within the pipe 
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Figure 1: Design details of threaded insert passive mixer.32 
(a) Unidirectional threaded passive mixer mounted within the pipe using studs; (b) Geometric details of 
threaded insert; (c) Domain details of periodic computational domain consisting of two inserts of opposite 
threading; (d) Schematic of single unit of threaded insert with opposite threading; (e) Unidirectional 
threaded insert mounted within the glass tube using glass blowing technique 
 
2. Design details and working principle of passive-mixer-cum-reactor with inserts 
 
The schematic of a multiple threaded insert placed within a pipe has been shown in Figure 1a. A detailed 
schematic of the configuration with two inserts having opposite direction threading is included as Figure 
S1 in the Supplementary information (SI). The multiple threaded insert is held within the tube with the 
help of four studs placed on the ends of the insert: Two studs mounted on both the ends of the insert on 
both x and r planes as shown in the Figure 1a (three of the studs are visible in the figure whereas the fourth 
one is on the rear side). Details of the mounting of the insert in the pipe are shown in Figure S2 of SI. 
Regarding the geometric details of the design, pipe diameter (1 inch) was selected rather arbitrarily as there 
needs to be a starting point for developing a workable design. Most of the other key characteristic 
dimensions of the device are based on either prior experience or preliminary numerical experiments. Prior 
experience of application of screw inserts for rheometer (Sangwai and Khalde59 and Pandey et al.60) was 
useful and guided some of the selections. Explanations for selection of few of the dimensions are discussed 
below: 
 
• The clearance between the pipe and the inserts is around 1 mm. This value was selected 
based on viscometer design, which was primarily used for generating a shearing 
environment (inner body rotating and outer body stationary). 
• The angle of the V-thread of 60° was selected based on standards recommended by the 
National Bureau of Standards.61 
• We numerically investigated configurations with a different numbers of channels (from 1- 
channel to 9-channel design [an odd number of channels were considered]). The 
Glass dented to hold the inserts 
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performance was found to improve with an increase in the number of channels. In this 
manuscript, we have reported the results for 5-channels, 7- channels, and 9-channels which 
exhibited better performance (discussed later). 
 
The concentrically mounted insert splits in the radial direction. Smooth splitting and recombination of flow 
streams are ensured by using the conical ends of the insert. The fluid flowing through this apparatus also 
experiences a pinching effect in the near-nose region and flow smoothly passed at the aft end without the 
generation of any backflow or secondary vortices. The fluid flowing through the wall-insert clearance gets 
resolved into two fluid streams, one flowing through the clearance between the insert and the pipe wall and 
one flowing through the threads of the insert. Fluid flows through the clearance experiences a shearing 
effect, forcing the fluid to shear in the direction of the threading (in 𝜃𝜃 direction) due to the undercurrent of 
the fluid stream flowing through the channel. 
 
This design consists of combination of different types of passive mixers discussed in Table 1, i.e., a) Use 
bends with no change in cross-section of channel/ tube: Each thread of the multi-threaded insert acts as a 
virtual channel; b) Use varying cross-section of channel/tube: The area variation is due to the conical ends 
of the insert; c) Use channel branching for flow split and recombine: The conical insert ends allows the 
flow to split and later merge aft of the insert; d) Use inserts to direct the flow in the channel. Figure 1b 
shows the geometric parameters of the insert along with their dimensions in Table 2. The geometric 
parameters which govern the flow dynamics and their impact on flow physics are discussed below: 
 
1. Conical ends of the inserts: The fluid flowing through the pipe splits radially in r direction away 
from the pipe axis due to the presence of the insert. The ends of the insert, i.e., the nose and aft part 
of the insert is conical to ensure a smooth transition of flow split (nose side) and recombine (aft 
side). 
2. Angle of the conical ends of the inserts (ψ): Increase in the cone angle will increase the bluntness 
of the insert resulting in significant pressure drop and formation of secondary vortices. Reduced 
cone angle will increase the contact surface of the fluid resulting in a higher pressure drop. 
Therefore, an appropriate cone angle needs to be identified for ensuring low energy dissipation and 
smooth flow of fluid. The fluid flowing over the conical ends experiences a pinching effect and 
expansion effect in the near-nose region and aft region, which enhances mixing. 
3. Number of channels (n): The number of channels (or threading) defines the angle 𝜙𝜙 of the 
generated channel is, with respect to the axis of the pipe. The generated over the insert generates 
an angle 𝜙𝜙 to the fluid flowing over it. A highly steep angle (say ≥85˚ for single channel) will result 
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in derailment of the fluid from the channel, whereas for lesser values of 𝜙𝜙, i.e., higher number of 
channels, the fluid will follow the channels thereby improving the shearing of the fluids within the 
clearance. 
4. Depth (t) of the channel/thread and clearance (c): The fluid flow over the multi-threaded insert 
splits into two components, one flowing through the channel and the other through the clearance. 
An appropriate ratio of the depth and the ratio of depth to clearance will ensure enhanced shearing 
and contact of the two flow streams. (Figure 1a-b) 
5. Type of threading: The type of threading dictates the mass flow through the channel and the fluid- 
solid contact region. Therefore, the energy dissipation (or the pressure drop) and heat transfer are 
governed by the type of threading. Different types of threading options are available for generating 
channels over the insert. For example: Buttress thread, Whitworth thread, V-thread, square thread, 
etc. The scope of this study has been limited in this work to V-thread form. 
6. Width of the thread/channel (p): Increase in the width of the channel results in higher mass flow 
through the channel. 
7. Angle of the thread/channel (𝜙𝜙): Higher angle of the thread will result in the derailing of the fluid 
stream flowing through the channel, whereas a smaller angle will reduce the mass flow through the 
channel. Therefore, an optimum angle needs to be used to strike a balance. 
8. Thread reversal of the insert: The direction of the threads formed over the insert surface is 
reversed, which will improve the interaction of fluid parcels between the channel and clearance in 
the region of reversal, consequently result in enhanced mixing. (Not in the scope of this study, 
Figure 1c). 
9. Distance between subsequent threaded units (LM): The mixing zone, i.e., the region between the 
subsequent threaded units, assists in switching the direction of flow streams, thereby establishing 
uniformity of the flow properties of the two fluid streams, i.e., the channel stream and the clearance 
stream. (Figure 1d) 
10. Switching the threading direction of insert units: The fluid flows past the first unit, swirls are 
generated in the mixing zone in the direction of the threading of the insert. The pressure distribution 
developed on the nose side of the second unit having reverse threading hampers the swirl strength 
and straightens the flow. This enhances mixing and ensures the intermingling of the independent 
flow streams through channels and clearance. (Figure 1c) 
11. First contact of reagents: The reactants/reagents may be introduced at different axial locations 
within the device: near the nose region of the insert, in the clearance region, or between the mixing 
zone region where swirling flow exists. (Not in the scope of this study, Figure 1A and Figure 1E 
of PCT document32) 
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The proposed design of the passive mixer can be manufactured or 3D printed in any material as per the 
requirement of the process and scale of the design. The design offers an easy to fabricate tubular reactors 
with intense mixing, heat and mass transfer capabilities. A sample of a stainless steel 306 inserts mounted 
in a glass sleeve of 1-inch diameter has been shown in Figure 1e. The threading over the insert has been 
done with a lathe machine. The inserts have been placed concentrically within the glass tube by using glass- 
blowing technique. Four dents have been made after heating the glass and softening it in the region where 
studs are located (Figure 1e). A detailed numerical study is carried out to establish the operating range, 
capabilities, and limitations of the proposed design, if any. These results are discussed in Section 4 after the 
description of the computational model. 
 
 
Table 2: Dimensions of the studied design 
 
Notation Geometric parameters Value (mm/degree) 
r, θ, z Cylindrical coordinates - 
dt Internal diameter of the pipe 25.4 
d Total diameter of the insert (0.952dt) 24.18 
dm Mean diameter of the insert 23.68 
t Depth of the thread/channel 2.5 
c Clearance between the insert and pipe 0.61 
ψ Cone angle of the ends of the insert 90˚; 60˚ 
𝜙𝜙 Angle made by the V-thread 60˚ 
φ Angle of the thread with respect to pipe axis (tan-1{d/0.5l}) 72.8˚; 66.5˚; 60.8˚ 
wt Distance between consecutive thread/channels 0.5 
p Pitch or width of the thread or pitch 2.5 
n Number of threads/channels on multi-threaded insert 5, 7, 9 (dimensionless) 
l Axial advance of thread for one complete turn of 360° (n{ p + wt}) 15; 21; 27 
Lt Length of the threaded part of the insert (3d) 72.54 
Li Length of the insert (4d/4.5d) 96.72; 108.81 
LM Distance between two consecutive insert units (5d) 120.9 
L Total length of the considered periodic pipe domain (18d) 435.25 
LD Periodic domain consisting of a single insert (9d) 217.63 
 
3. Computational Model 
 
The proposed passive mixer design with inserts has been computationally simulated for different insert 
designs. Due to a large number of geometric parameters of the design, it is vital to know the effect of these 
parameters of flow dynamics for freezing a configuration providing required performance, and to be used 
for carrying out further experimental studies. Five configurations viz., 5-channel, 7-channel, 9-channel, 
smooth surface (no threading) and smooth surface-extended rear end inserts have been studied here. The 
numerical verification of the computational model and grid independence studies were carried out on one 
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of the configurations. Steady state Navier-Stokes equation was used for establishing the flow dynamics and 
heat transfer characteristics within the selected domain. From simulation studies, we observe that the 
presence of studs, over which the inserts are mounted, have a negligible effect over the flow characteristics 
and have been neglected in the carried comparative studies for the selected configurations (these results 
have been discussed later). The details of the implemented model equations, boundary conditions, post- 
processing methodology, and details of the numerical solution are as follows: 
 
3.1 Model equations 
 
The governing equations, viz., continuity, momentum and energy balance equations have been solved for 
simulating the flow, mixing and heat transfer in the selected configurations.62 
 
∇ ∙ 𝒖𝒖 = 0 (1) 
 
(𝒖𝒖 ∙ ∇) 𝒖𝒖 = 




∇ ∙ [𝒖𝒖 (𝐸𝐸 + 𝑃𝑃)]  =  ∇ [𝑘𝑘∇T + (𝜏𝜏𝜏 ∙ 𝒖𝒖)] (3) 
𝜌𝜌 𝜌𝜌 
 
where 𝒖𝒖 is the velocity vector (m/s), 𝜌𝜌 is the density of the fluid (kg/m3), 𝑃𝑃 is the pressure (N/m2), 𝜗𝜗 is the 
kinematic viscosity of the fluid (m2/s), E is the total energy per unit mass (Nm/kg), k is thermal conductivity 
(W/m.k) T is the temperature (K) and 𝜏𝜏𝜏 is the viscous dissipation or the stress tensor (N/m2). 
Multispecies transport equation has been used for carrying out multispecies flow in the passive mixer cum 
reactor.62 
 
(𝒖𝒖 ∙ ∇)𝑚𝑚𝑖𝑖𝑚𝑚 = 𝐷𝐷𝑖𝑖𝑚𝑚∇2𝑚𝑚𝑖𝑖 (4) 
 
where 𝑚𝑚𝑖𝑖 is the mass fraction of the tracer of species i and 𝐷𝐷𝑖𝑖𝑚𝑚 is the mass diffusion coefficient of species 
i in the mixture. The density and kinematic viscosity of the fluid and mass diffusivity of tracer in mixture 
were constant. 
 
3.2 Configurations of the selected insert designs and boundary conditions 
 
As discussed in design details section, there are a number of design parameters over which the performance 
of the mixer-cum-reactor depends upon. Two units of inserts of opposite threading direction have been 
placed at a defined distance concentrically within the tube. The geometric and dimensions details of the 
domain and inserts have been discussed in Figure 1 and Table 2. Five different variants of designs have 
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been selected based on modification in the insert surfaces, i.e., 5-channel, 7-channel, 9-channel, smooth 
surface (no threading) and smooth surface-extended rear end inserts (Figure 2). These designs have been 
simulated for investigating the flow, mixing and heat transfer over the selected range of Reynolds number. 
For mounting the inserts within the pipe, four studs have been used such that they cause negligible variation 



























Figure 2: Different variants of the insert designs studied in the present work 
 
 
Periodic mass flow boundary condition has been imposed over the ends of the tube. Reynolds number is 
calculated using hydraulic diameter (DH=VR/AW, where VR is the volume of the reactor/mixer and AW is the 
surface area in contact with the fluid) and the velocity based on hydraulic diameter for the defined mass 
flow rate. For heat transfer simulations, the pipe surfaces are elevated at a temperature of 380 K, whereas 
the inlet temperature is maintained at 300 K. In order to arrive at the mixing characteristics of the selected 
designs, multi-species flow has been simulated. The initially converged solution obtained from steady state 
laminar flow and heat transfer studies have been used as the initial condition for this study. The periodic 










































(having fluid properties the same as water) to flow into the apparatus. The periodic outlet surface is defined 
as pressure outlet surface. The velocity through both the inlets was set to equal values such that the total 
mass flow rates through outlet were the same as corresponding to flow and heat transfer simulations. Water 
was used as the working fluid of constant density (ρ) of 1000 kg/m3, dynamic viscosity (μ) of 0.001 kg/m.s 
and thermal conductivity of 0.6 W/m.K. For mixing studies, the defined secondary fluid tracer was assumed 
to have the same properties as that of water with mass diffusivity (Dkm) of 2×10–9 m2/s. 
 
3.3 Quantitative parameters used in the study 
 
The pressure drop across the considered periodic domain consisting of two threaded inserts for the selected 
configurations was calculated from these simulations. The geometric details and nomenclature of the 
studied configurations have been discussed previously in Table 1. The key parameters for the simulations 
are defined as: 
 







𝜇𝜇 𝐻𝐻 𝐴𝐴𝑊𝑊 𝑚𝑚𝑚    =  𝜌𝜌 × 4 𝐷𝐷𝐻𝐻 𝐻𝐻 [ 𝑠𝑠 ] 
 
∆𝑃𝑃  = 2𝑓𝑓𝜌𝜌𝜌𝜌𝐻𝐻
𝟐𝟐  
[ 𝑁𝑁 ] (6) 
𝐿𝐿 𝐷𝐷𝐻𝐻 𝑚𝑚3 
 
𝑃𝑃𝑃𝑃 = 𝑓𝑓𝑅𝑅𝑅𝑅[−] (7) 
 




where Re is the Reynolds number, 𝐷𝐷𝐻𝐻 is the hydraulic diameter (m), 𝑉𝑉𝑅𝑅 is volume of the reactor (m3), 𝐴𝐴𝑊𝑊 is 
total area of surfaces in contact with fluid (m2), uH is superficial inlet velocity of fluid based on hydraulic 
diameter and mass flow rate (m/s), 𝜌𝜌 is density (kg/m3), 𝜇𝜇 is dynamic viscosity (kg/m.s), L is the total length 
of the periodic domain consisting of two units of inserts (m), f is the Fanning frictional factor, Po is 
Poiseuille number which is independent of fluid material properties, velocity, temperature, or duct size, Eu 
is the Euler number expressing the relationship between a local pressure drop caused by a restriction and 
the kinetic energy per volume of the flow. 
 
Energy dissipation can be calculated in terms of pressure drop or using the product of stress and strain as: 
 
















𝜕𝜕𝜌𝜌 + 𝜕𝜕𝜕𝜕  
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+ ( ) 
𝜕𝜕𝜕𝜕 














where q is the volume flow rate through the reactor (m3/s), 𝜏𝜏𝑖𝑖𝑗𝑗 is the stress tensor (N/m
2) and 𝜕𝜕𝜕𝜕𝑖𝑖 is the strain 
𝜕𝜕𝜕𝜕𝑗𝑗 
tensor (1/s); 𝜌𝜌, 𝜕𝜕 and 𝜕𝜕 are velocity components (m/s) in 𝜕𝜕, 𝜕𝜕 and 𝜕𝜕 direction. 
The Nusselt number (Nu) was calculated as: 
𝑄𝑄𝑖𝑖𝑚𝑛𝑛  = 𝑚𝑚𝑚  𝐶𝐶𝑃𝑃(𝑇𝑇𝑖𝑖𝑛𝑛  − 𝑇𝑇𝑃𝑃𝜌𝜌𝑜𝑜) = ℎ𝑎𝑎𝜕𝜕𝑘𝑘𝐴𝐴𝐻𝐻Δ𝑇𝑇𝐿𝐿𝑀𝑀𝑇𝑇𝐷𝐷 (11) 
 











Where, 𝑄𝑄𝑚𝑖𝑖𝑛𝑛 is the heat input to the fluid through the wall (Nm/s), 𝑚𝑚𝑚 is the mass flow rate of the fluid (kg/s), 
𝐶𝐶𝑃𝑃 is the specific heat at constant pressure of the fluid (Nm/kg.k), 𝐴𝐴𝐻𝐻 is a heated pipe wall area (m2), Δ𝑇𝑇𝐿𝐿𝑀𝑀𝑇𝑇𝐷𝐷 
is mean logarithmic temperature difference (K), ℎ𝑎𝑎𝜕𝜕𝑘𝑘 is convective heat transfer coefficient, 𝑇𝑇𝜕𝜕 is the wall 
temperature (K), 𝑇𝑇𝑖𝑖𝑛𝑛 and 𝑇𝑇𝑃𝑃𝜌𝜌𝑜𝑜  are inlet and outlet temperatures (K). 
The heat transfer enhancement ratio (𝜂𝜂) or Performance evaluation criteria (PEC) is used for comparing the 
performance of any passive mixer/reactor (insert design in our case) with the corresponding plain (smooth) 
surface pipe. 𝜂𝜂 takes both heat transfer and pressure loss characteristics into account to give a quantitative 
comparison of different passive mixers and is defined as the ratio of heat transfer to pumping power. 
Evaluation and quantification of different mixers using a very broad and universal set of criteria are 
impractical. Therefore, some of the parameters/variables are constrained based on the intended primary 
objective of the evaluation. In our study, we have used objective functions and constraints as: a) same inlet 
diameter of the device/smooth pipe; b) same length of the device/smooth pipe; and (c) same pumping power 
required for the device/smooth pipe operation for reduced flow rates. The derivation for the arrived formula 
can be referred in Webb and Kim63, and Saha et al.64. The formula has been commonly used for evaluation 
of reactor designs where both heat transfer and pumping power are to be considered.25,65,66 
 










where, Nu is the Nusselt number and 𝑓𝑓 is the frictional factor. 
Mixing realized within the mixer was quantified by evaluating mixing intensity (IM). The mixing intensity 












2 𝑑𝑑𝐴𝐴 (15) 
 
where 𝜎𝜎2 is the variance (kg2), A (m2) is the area of the selected monitored surface and ?̅?𝑚 is the average 
mass fraction (kg/kg) of the reference surface (inlet). 
3.4 Computational details, Grid independency, Model verification, and Validation 
 
The flow, mixing and heat transfer characteristics have been predicted by numerically solving the governing 
equations, i.e., mass, momentum and energy (Equations 1-4) using finite volume method using a 
commercial CFD code FLUENT (Ansys Inc., version 15.0).67 These governing equations are spatially 
discretized using second order upwind schemes. Second order discretization scheme was used for the 
interpolation of pressure. SIMPLE algorithm has been employed solving the Navier Stokes equations. 
Absolute value of the root mean square residuals for velocities and mass were ensured to be below 10-6 and 
residuals for the energy equation to be below 10-10 to ensure convergence. Other than this check, monitor 
points were placed at critical regions and flow sensitive parameters were monitored (static pressure and 
temperature) to ensure a stabilized steady state solution. For mixing simulations, mass fraction of the tracer 
(mi) and variance 𝜎𝜎2 were defined using User Defined Function and were monitored at the outlet periodic 
surface to establish convergence. 
Due to the complexity of the geometry, mainly in the threaded region, and clearance region between the 
insert and pipe, generating a structured grid is extremely difficult and time-consuming. Therefore, 
unstructured grid was used for carrying out the simulations. The geometry of the 3D model is developed in 
AutoCAD software68 and later transferred to ICEM CFD67 for geometric cleanup and generation of surface 
mesh consisting of triangular elements. The high-quality surface mesh is later used to generate volume 
mesh in ANSYS Fluent.67 Tetra elements have been used for the volume mesh. Density blocks have been 
placed near the walls/critical regions to generate high-quality refined grid elements, and coarser in the 
remaining regions. Key parameters like skew, aspect ratio and Jacobean were used as per the standards.69 
Mesh details along with a zoomed view to the mesh in the critical regions are shown in Figure S1 and S2 
of supplementary information (SI) for the 5-channel and 9-channel design. 
As numerical diffusion is inversely related to the resolution of the mesh, highly refined grids were used for 
carrying out the simulations. Grid independence tests were performed using four grids of count 7.8 million, 
14.5 million, 17.5 million, and 21 million elements at Re = 800 for 5-channel design. The variation in 
𝑘𝑘 
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pressure drop was less than 1.5% compared to the finest grid (Figure S3 in SI). A comparison of the velocity 
profile has been made in the mixing region aft of the insert at x/L = 0.75. Insignificant variation in the 
velocity magnitude is observed for considered grids of the highest number of elements (Figure S4 of SI). 
The grid size of 21 million was chosen for carrying out further simulations. For verification of the numerical 
simulations, the energy dissipation calculated based on the pressure drop was compared with the product 
of stress and strain (Equation 9-10). We observe that the difference between these two approaches is found 
to be less than 9 %. In addition, straight pipe laminar flow and heat transfer simulation was carried out at 
Re = 400. The theoretical Nusselt number (3.66) and frictional factor (i.e., f=64/Re) were found to be in 
good agreement with the theoretical model and experiments with less than 1% difference.70 Experiments 
were carried out to measure the pressure drop across the inserts. The experimental procedure is described 
in SI. Threaded inserts of different channels were machined in the conventional lathe machine and mounted 
in a glass tube using a blowing technique (Figure S5). 5-channel inserts were selected for carrying out the 
validation studies using water as the working fluid. The diameter of the pipe used in the experimental setup 
is 26 mm. Therefore, simulations were performed using a 26 mm diameter tube for different Re for 
validation purposes. Grid of 23.6 million cells was generated using the same methodology and techniques 
as discussed previously. The results are shown in Figure S6. A good agreement was observed in simulations 
and experiments. The verified and experimentally validated computational model was then used to 
investigate key flow, heat transfer and mixing characteristics of threaded inserts. 
4 Results and Discussion 
 
4.1 Flow characterization 
 
Laminar flow was simulated in a periodic domain of threaded mixer for Re ranging from 100 to 1600. As 
fluid flows through the mixer-cum-reactor, the threading present over inserts causes the fluid to divert in 
the direction of the generated channels. Therefore, there is a strong shearing effect in the annulus formed 
between the insert and the pipe. The inserts are mounted within the pipe with the help of studs. A 
comparative study was carried out to study the possible influence of studs on flow at Re = 800 for 5-channel 
design. At the stud location, reduction in cross-sectional area in the direction of flow (in x-direction) is 
observed to be less than 2 % compared to the case without studs. Negligible variation in the flow behavior 
was observed with and without studs, along with an insignificant rise in pressure drop (3 %) due to the 
presence of studs. Path lines due to the presence of studs do get obstructed, but straighten up in the annular 
region due to the longer annular region ahead. (Figure S7 of SI). Any obstruction effects on flow are 
observed to die out quickly as the flow progresses through the annulus region, resulting in an unaffected 
net flow field past the studs. Therefore, for simplification of the computational model, the studs were not 
considered in subsequent simulations. 
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Stream traces colored by velocity magnitude (non-dimensional with respect to inlet velocity) obtained for 
5-channel design at Re = 400 are shown in Figure 3. Fluid is forced to swirl in the direction of the threading 
of the threaded inserts (see path lines shown in Figure 3a). Due to a reduction in the area between the 
annulus, higher velocity magnitudes are observed. The cross-flow between the stream traces following the 
channel path and the stream traces flowing through the annulus generates strong shearing effects, which 
enhances mixing in the annulus region. This shearing effect results in the deflection of the stream traces 
away from the axial direction, i.e., in θ direction. An isometric view of the velocity magnitude colored 
stream traces is shown over the whole domain in Figure 3b. Due to the conical shape of the threaded 
member, the tendency to form secondary vortices is suppressed at both ends. The stream traces are observed 
to be smoothly converging towards one another as they enter the annulus region and expand at the aft. The 
swirling induced by the threaded inserts continues in the pipe region (the region between two inserts) which 
further enhances mixing. Velocity vector field over the cut plane aft of both the inserts is shown in Figure 
4 to visualize the swirling effect. Switching of the flow direction can be seen in both these planes shown 
aft of the inserts due to the change in the threading direction. The switching and deflection of the stream 
traces unlike threaded inserts, are not observed for unthreaded inserts (smooth surface design shown in 
Figure 2). 
 
Deflection of stream traces away from axial direction through annulus 
 







Figure 3: Stream traces coloured by non – dimensional velocity magnitude using inlet velocity over 5- 
channel inserts at Re = 400. (a) Cross-flow effect between the stream traces; (b) Switching of flow 
direction aft inserts 
 
A comparison of the non-dimensional cross-flow velocity contours at different Re for 5-channel design is 
shown in Figure 5. High magnitude of cross-flow velocity is observed in the annular region and the cone- 
cone region, whereas a negligible change in the cross-flow velocity in the extension region between the two 
distant inserts up to Re ≤ 400 (Figure 5a). With a further increment in Re, i.e., above Re ≥ 800, few pockets 
of non-uniform velocity variation are observed in the extension region, indicating the destruction of the 
smooth swirling effect. Similar flow phenomena are observed from the axial cut planes at the outlet surface 
(Figure 5b) where the symmetry of the velocity field gets lost with an increase in Re (for 1600). 7-channel 
and 9-channel designs too, exhibit an analogous flow behavior as exhibited by 5-channel design. 
monitor plane 
aft insert2 






Figure 4: Velocity vectors drawn on the cut planes aft of each insert indicating the switching of 
flow direction and swirling effect over 5 – channel inserts at Re = 400. (a) Plane aft of insert1; 
(b) Plane aft of insert2 
(maximum length of the vector indicates magnitude u/uinlet=2) 
 
Quantitative comparison of different channel designs in terms of pressure drop (Pa/m), frictional factor (f), 
and Poiseuille number (fRe) variation with Reynolds number (Equation 6-7) are shown in Figure 6. 
Published results for other designs of passive mixers are also included for the sake of comparison. The 
geometric details of the inserts (both smooth and threaded) have been discussed in Table 2 and Figure 2 
respectively. As discussed in Table 2, the mean diameter of the smooth surface insert is 23.68 mm, and the 
total diameter of the pipe is 25.4 mm. For threaded inserts having the same diameter, as the numbers of 
channels are increased, the deviation of the flow from the axial direction decreases (deviation observed in 
the stream traces contour in Figure 3a), thereby resulting in less energy loss. Therefore, at any given Re, 
Poiseuille number and pressure drop are least for the case having the highest number of channels (inner 
plot in Figure 6a and Figure 6b-c), with un-threaded insert or smooth surface insert exhibiting the least 
magnitude (no threading/smooth surface => infinite channels). Screw passive mixer design exhibits a higher 
magnitude of both pressure drop and Poiseuille number compared to other devices cited from literature.25,33– 
35,44,55,56,70 Each of the classes of the configurations (both smooth and threaded inserts) discussed in Table 1 
not only enhances mixing but also results in an increment in pressure drop. Since the passive mixer design 
consisting of the threaded insert have all the characteristics of the classes defined in Table 1 (i.e., by using 
bends: due to channels formed by threading, varying cross-sectional area, using inserts which allows split- 
recombine of flow streams), higher pressure drop or Po are realized. One way to reduce the energy 
dissipation is to modify the clearance between the insert and the pipe. As seen in the pressure drop plot 
(Figure 6a), an increase in the pipe diameter from 25.4 mm to 26 mm results in a significant reduction of 
the pressure losses by around 45.2 %. A small increment in the outer diameter of the pipe creates a 
substantial gap between the outer diameter of the insert and the inner diameter of the pipe. For the case of 
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larger diameter pipe, fluid intends to follow the least resistance path, i.e., through the clearance, thereby 
reducing the cross-flow effects (as discussed for Figure 3a). This causes less deviation of the flow from the 
axial direction and may reduce mixing/heat transfer. Therefore, the clearance between the insert and the 
pipe forms one of the major parameters for optimizing the flow through the annulus region and the 
threading/channels (Figure 3a). Though the energy dissipation is observed to be higher for this design, there 
are many advantages and will be discussed in the later section. 
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Figure 5: Non-dimensional cross-flow velocity contours for 5-channel design at different Re. (a) plane along the axis (b) outlet plane 
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Figure 6: Variation in flow parameters with Re for different studied designs and literature. (a) Pressure 
drop per unit length, dP/L (Pa/m), where L is the total length of the considered domain consisting of two 
threaded inserts; (b) Poiseuille number, fRe; (c) frictional factor, f. 
 
5-channel design ▬ Present study, 7-channel design ▬ Present study, 9-channel design ▬ Present study, 
smooth surface (no threading) ▬ Present study; Zig-Zag (semicircular) ▬ Yoon et al. 33; Serpentine 
(square) ▬ Karale et al. 34; Coiled flow Inverter (circular) ▬ Kumar et al.35; Pinched tube (circular) ▬ 
Hasabnis et al. 25; Spirally corrugated tube ▬ Kareem et al. 44; Punched vortex generator ▬ Zhang et al. 
55; Triangular obstruction ▬ Khalde et al. 56; Theoretical (pipe) ─ ∙ ─ Shah and London70 
 
 
4.2 Heat transfer 
 
Heat transfer enhancement is one of the primary concerns in a variety of applications, may it be for carrying 
out an exothermic/endothermic reaction, or as a heat exchanger.71 Number of passive heat transfer 
enhancement techniques has been developed with different insert designs which enhance convective heat 
transfer due to the generation of swirling effect or diffusion.72 Heat transfer enhancement has successfully 
been demonstrated due to swirl, but the problem of dead zones has not yet been completely overcome for 
compact designs.43,44 The proposed threaded design does not exhibit any dead zones and thereby can ensure 
a minimum spatial variation of temperature (on a plane normal to the axis of the mixer) as is observed 
within the dead zones. A detailed computational study has been carried out over different designs of inserts 
for evaluating their heat transfer capabilities and has been compared with straight pipe and unthreaded 
inserts. As discussed previously, model verification for heat transfer has been done using a straight pipe, 
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The non-dimensional spatial variation of temperature indicating the thermal mixing has been shown in 
Figure 7a for 5-channel configuration at different selected Re. No significant variations in temperature exist 
in the radial direction to the generated swirling flow, whereas a smooth increment in the temperature is 
observed in the axial direction. Higher velocity and velocity gradients developed near the pipe walls due to 
the swirling flow ensures enhanced advection of heat from the walls to the fluid present in the core, thereby 
maintaining reduced spatial variation in the radial direction. The same can be inferred from the temperature 
contours generated over the outlet plane of the configuration (Figure 7b) at different Re. In the case of 
smooth surface inserts (no threading), significant variations in temperature are observed due to the absence 
of a swirling component and have been shown on the generated axial (Figure 7a) and outlet planes (Figure 
7b) for Re = 800. 
A quantitative comparison of heat transfer for different designs of passive mixers is shown in Figure 8. Nu 
has been normalized using theoretical values of straight pipe.70 The threaded design is observed to perform 
better than other selected literature designs. Increasing number of channels force the fluid parcels to follow 
a shorter path from inlet to outlet. Therefore, fluid wall contact time increases with a decrease in the number 
of channels, thereby improving the heat transfer. Hence, increasing the number of channels results in the 
reduction of normalized Nu, with minimum Nu observed for the case of smooth surface design, i.e., virtual 
infinite channels (Figure 8a). Threaded inserts are found to be capable of achieving higher heat transfer 
when compared to other passive mixers by several folds.25,33–35,44,55,56,70 
Heat transfer enhancement ratio (η), which relates heat transfer and momentum transfer were used to 
compare the studied configurations and with the literature (Equation 14). The objective functions and 
constraints used for defining (η) and its significance has been discussed previously in section 3.4. Nupipe 
and fpipe are theoretical values for the straight pipe without any inserts.70 It is observed that significant 
enhancement in the heat transfer is achieved by using inserts compared to other conventional designs 
(Figure 8b).25,33–35,44,55,56,70 No significant variation is observed for the different selected threaded designs, 
except for the inserts without any threading (infinite channels) which exhibits the best performance. All the 
insert designs have been found to perform better than the straight pipe design with reference to the heat 
transfer enhancement ratio. The enhancement is observed to be seven times higher than the straight pipe 








































Figure 7: Dimensionless temperature contours for 5-channel and smooth surface design at different Re. (a) plane along the axis (b) outlet plane 
Re = 200 
Re = 400 
Re = 800 
Re = 1600 
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Figure 8: Variation of heat transfer parameters with Re for different studied designs and literature. 
(a) Nusselt number normalized using straight pipe (b) Heat transfer enhancement ratio (η). 
 
5-channel design ▬ Present study, 7-channel design ▬ Present study, 9-channel design ▬ Present study, 
Smooth surface (no threading) ▬ Present study; Zig-Zag (semicircular) ▬ Yoon et al. 33; Serpentine 
(square) ▬ Karale et al. 34; Coiled flow Inverter (circular) ▬ Kumar et al.35; Pinched tube (circular) ▬ 
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Hasabnis et al. 25; Spirally corrugated tube ▬ Kareem et al. 44; Punched vortex generator ▬ Zhang et al. 





Reliable characterization of mixing is crucial for an accurate prediction and designs of the reactors. A 
variety of methodologies have been developed by employing tracers to arrive at the mixing index or mixing 
intensity using experiment, analytical and computational tools.73 Here, we have simulated the proposed 
design of the passive mixer using the multispecies model. The boundary conditions and methodology has 
been explained previously in Section 3.2. Figure 9 indicates the path lines (colored using the mass fraction 
of the fluid) developed within the 5-channel design for understanding the spatial behavior of mixer/reactor. 
Mass fraction equal to 0 or 1 indicated no mixing, whereas 0.5 indicts a perfectly mixed fluid. Each halves 
of the inlet plane have blue or red color indicating zero mixing, whereas the outlet plane indicates mixed 
fluid (having mass fraction MF between 0<MF<1). The pathlines colored by mass fraction indicates a 
change in the color from blue/red (MF = 0/1) to green (MF = 0.5) as it proceeds from the inlet towards the 
outlet for threaded inserts indicating improvement in mixing. 
At low Re (Re ≤ 100), the deflection of pathlines in the threading direction is observed in the annulus region 
(between insert and pipe), whereas pathlines more or less travel in a straight path in the section between the 
two inserts of opposite threading. The pinching effect due to the cone-cone design and the shear generated 
due to the threaded inserts in the annulus region are the primary sources of mixing for low Re. Patches of 
MF of magnitudes 0.7 and 0.4 are observed on the outlet plane contour, indicating that the fluid is not 
perfectly mixed. With an increase in Re, the inertia of the flowing fluid also increases, thereby retaining the 
swirl even aft of the inserts. Therefore, for Re ≥ 200, the pathlines are observed to be swirling in the 
threading direction in the whole of the domain (i.e., in both annulus and mixing region between the two 
inserts). MF on the outlet plane is observed to improve with an increase in the Re, i.e., its magnitude 
approaching value of 0.5. As discussed in Section 4.1, destruction of the smooth swirls was observed in the 
cross-flow velocity contours for Re ≥ 800 which can also be corroborated by random behavior of the 
pathlines downstream of inserts. Any further increment in swirl is not possible with the increase in Re and 
may also result in a decrease in mixing efficiency if operated above these Re. Such behavior of pathlines is 
observed only in the extension region of the mixer, whereas smooth deflection of the pathlines in the 
threading direction is realized within the annulus region. Similar qualitative behavior of the pathlines and 
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Figure 9: Pathlines exhibiting the tracer mass fraction for 5-channel design at different Re 
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The variation of IM along the length of the mixer for the studied insert designs is shown in Figure 10, and 
IM variation with Re at the outlet of the mixer/reactor is shown in Figure 11. Figure 11a indicates the three 
configurations of different threaded channels, i.e., 5-channel, 7-channel and 9-channel design. Figure 11b 
is shown to compare the performance of the threaded inserts with the literature. As discussed earlier, the 
axially flowing stream traces can be segregated into two classes: ones following the θ direction within the 
annulus, whereas the other ones following the insert channels. Stout shearing is induced due to this flow 
phenomena resulting in enhanced mixing in the annulus region formed by the inserts and the pipe. Mixing 
in the extension region between the two inserts also takes place due to the generated swirl aft of the inserts. 
Therefore, the mixing intensity, IM (Equation 15) is found to be increasing in the axial direction for the 
whole of the mixer/reactor (Figure 10). There exist a sudden rise/fall in certain regions which is mainly due 
to the secondary vortices formed aft of the inserts. Modifications in the design were done to avoid the wake 
region and have been discussed in the later section. The rate of increment of IM is higher in the annulus 
region due to the pinching effect caused by the nose of the insert and shearing due to the segregated stream 
traces. With an increase in Re from 100 to 800, IM is observed to be increasing at any section drawn normal 
to the axis as the swirling strength increases with Re (Figure 10). With further increment in Re i.e., for Re 
= 1600, IM is found to be less than that arrived for Re = 800. This indicates an inverted dome behavior with 
a maximum of the dome lying between Re of 800 and 1600 (Figure 10 and Figure 11a). Similar behavior 
has been found for 5-channel design (Figure S9a of SI). For 9-channel design, the IM was higher for Re = 
1600 compared to Re =800, indicating that the decrement in the IM after achieving its maximum value with 
Re, gets delayed as the number of channels are increased (Figure 11a and Figure S9b of SI). The angle 
made by the threaded channel to the axis of the mixer decreases with increase in the number of channels 
(Table 2). Fluid in such a scenario is forced to smaller deflection for higher number of channels with zero 
deflection for infinite channels (smooth surface design). Therefore, for a unit of two inserts having opposite 
threading, the critical Re above which IM starts decreasing after reaching the maximum value increases with 
an increase in the number of channels. 
Generally, a passive mixer design is expected to deliver IM above 90% as per the standards.5 From Figure 
11b, we observe that several passive mixer designs qualify this requirement at a different range of Re. The 
threaded screw inserts design has a wider range of Re (100-1600), maintaining IM above 90% as compared 
to most of the selected devices from literature. 
 
To exhibit the importance of threading over the insert surface, smooth surface (no threading) inserts that do 
not generate any swirling effects have been simulated for Re = 400. Unlike threaded inserts, no substantial 
increment in IM, in the annulus region is observed for smooth surface (no threading) inserts, except near 
insert nose region due to the pinching effect (Figure 10). There is a positive slope for IM in the annulus 
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region and the extensional region, primarily due to the diffusion. We have also simulated mixing intensity 
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Figure 10: Mixing intensity (IM) variation along the length for 7-channel design consisting of two inserts 
with Re. IM variation for smooth surface (no threading) and straight pipe without inserts shown for 
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Figure 11: Variation of mixing intensity with Reynolds number, Re. (a) Comparison of studied designs 
(b) Comparison of studied designs with literature. 
5-channel design ▬ Present study, 7-channel design ▬ Present study, 9-channel design ▬ Present study, 
Convergent-divergent sinusoidal walls ▬ Afzal and Kim26; SAR-caterpillar mixer ▬ Hermann et al.49; 
Clothoid design ▬ Pennella et al.23; T-junction-straight ▬ Solehati et al.74; T-junction-wavy▬Solehati et 
al.74; Fluidic Oscillator-WS ▬ Khalde et al.75; Fluidic Oscillator-OD ▬ Xie and Xu75,76; Threaded 











































4.4 Overcoming wake region or secondary vortices formation aft inserts 
 
The presence of dead zones or secondary vortices within the reactor causes fluid parcels present in that 
region to remain unmixed or unreacted. High magnitudes of pressure and temperature gradients also exist 
in the secondary vortices. This may result in a significant loss in the throughput and the quality of the 
product obtained from the process. The problem of secondary vortices /dead zones/backflow does exist in 
a number of well-established designs and has been discussed in Table 1. Understanding the negative impact 
of secondary vortices/dead zones presence within the reactor, a lot of efforts have been put in for geometric 
optimization. One of the successful attempts has resulted in the development of Advanced Fluid Reactor 
(AFR) design by Nieves-Remacha et al. 2015.77 
As discussed in Section 4.3, the existence of a negative velocity region (wake) is the primary reason for the 
fall in mixing intensity. Whenever fluid is forced to turn through a sharp curvature, i.e., in the aft region of 
the insert, the fluid tends to separate from the surface resulting in the formation of secondary vortices past 
the separation point. The tracer diffuses into the wake region and forms a mixture but gets alienated from 
the main flow stream resulting in higher mixing intensity values in that region. Therefore, a detailed flow 
analysis has been done to modify the design such that the secondary vortices/wake may be avoided as done 
by Remacha et al. 2015.77 To visualize and decipher this effect, a simple case of the smooth insert without 
any threading was also considered (at Re =400). In order to understand the effect of the negative velocity 
region, a volume consisting of negative velocities was neglected in the mixing intensity computation and 
then compared with the original case. Figure 12 shows a comparison of mixing intensity variation along 
the length of the mixer with and without neglecting the negative velocity region in the computation of 
mixing intensity. We observe a fall in the increment of mixing intensity aft of the insert if the wake region 
is not considered into the calculation. The contours of volume fraction and X velocity have been generated 
in the region where the rise and fall of mixing intensity due to the wake region are shown in Figure 13. 
Around 12 % decrease in the mixing intensity is observed when the negative velocity region is neglected 
(cross-section 6 of Figure 13). From the contours of the adapted region, we observe that the volume which 
consists of volume fraction near to 0.5 lies in the region of secondary vortices, which cause substantial 
variation in mixing intensity for the adapted and non-adapted case. A similar wake region is also observed 
for threaded design, which is mainly due to the higher cone angle of the aft part of the insert. 
In order to test the hypothesis of avoiding backflow by using a smaller cone angle, a smooth surface 
extended end (no threading) case has been simulated at Re = 400. Comparison of X velocity contours and 
negative X velocity iso-surface for 5-channel design, smooth surface (no threading) and smooth surface- 
extended end (no threading) is shown in Figure 14a. The negative velocity region was found to be extending 
up to 1.3d for 5-channel design compared to the smooth surface (no threading) design (Figure 14b). With 
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a decrease in the angle of the cone from 90˚ to 60˚, the negative velocity region gets eliminated for smooth 
surface design (Figure 14b). An interesting point to note that asymmetric flow is developed for smooth 
surface (no threading) due to the Coanda effect, whereas for the extended end case, the flow is perfectly 





Figure 12: Comparison of mixing intensity variation along the length of the mixer with and without neglecting the negative velocity region in the 
computation of mixing intensity 
Flow direction (or X direction) 1 2 3 4 5 6 7 8 9 10 
Zoomed region past first obstruction (no threading present) 
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Figure 13: Contours of flow parameters on different selected sections of the original and adapted designs. (a) Volume fraction; (b) Non- 
dimensional X-velocity using inlet velocity as reference. 
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1.3d 5-channel design 
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Smooth surface - extended end (no threading) 
(b) 
Figure 14: Overcoming the negative velocity region aft the inserts by increasing the length of the conical end (Re = 400). (a) Non-dimensional X- 
velocity contour on axial plane using inlet velocity; (b) Negative velocity region generated aft of the inserts using iso-surface of X-velocity 
(─0.000vx) 
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4.5 Applications as intensified tubular reactor 
 
There is an increasing trend to develop and use intensified tubular reactors for carrying out variety of 
reactions, particularly relevant to fine and specialty chemicals.1,78 A large number of reactor/mixer designs 
are introduced every year for a variety of industrial applications.5,79,80 For such reactor applications, it is 
essential to simultaneously realize enhanced mixing and heat transfer to intensify reactions. To examine 
such a simultaneous enhancement, intensity of mixing (IM) is compared with the heat transfer enhancement 
ratio (𝜂𝜂) in Figure 15. The heat transfer enhancement ratio (𝜂𝜂) evaluates both heat transfer and energy 
losses. The three channel configurations viz., 5-channel, 7-channel and 9-channel designs have been 
exhibited along with linear fit curves to indicate the corresponding Reynolds numbers. Conventional 
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Figure 15: Comparison of heat transfer enhancement ratio (𝜂𝜂) with the corresponding Intensity of 
mixing percentage (IM) 
5-channel design ▬ Present study, 7-channel design ▬ Present study, 9-channel design ▬ Present study, 
Selected designs from literature : Zig-Zag (semicircular) ─ Yoon et al. 33; Serpentine (square) ─ 
Karale et al. 34; Coiled flow Inverter (circular) ─ Kumar et al.35; Pinched tube (circular) ─ Hasabnis et al. 
25; Spirally corrugated tube ─ Kareem et al. 44; Punched vortex generator ─ Zhang et al. 55; Triangular 
obstruction ─ Khalde et al. 56; Theoretical (pipe) ─ Shah and London70 
Note: some of the selected designs have IM values below 80% too. Y-axis has been bounded to have a 
zoomed view. 
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From Figure 8b, we observed that 𝜂𝜂 value is below 3 for all the considered devices from the literature. Also, 
from the literature, it has been observed that mixing intensity percentage above 90% is acceptable for most 
of the passive mixer applications as discussed previously.5 We observe from Figure 15 that the proposed 
mixer design offers high heat transfer for the same power input and mixing intensity and therefore offers 
an attractive platform for realizing modular, agile, intensified and continuous (MAGIC) reactors.1 
5. Conclusions 
 
A detailed computational study was carried out on screw inserts capable of enhancing shearing and 
diffusion by modifying the cross-sectional area and bends, and split-recombine of the flow streams. The 
influence of various parameters of threaded inserts was computationally investigated. The proposed 
threaded inserts provide a compact, easy to fabricate, low maintenance, and easily scalable mixer cum 
reactor. The design also offers adequate degrees of freedom to tailor the flow, mixing and heat transfer 
characteristics. Specific conclusions from this study may be summarized as: 
• The threaded inserts split the fluid stream into two components viz., a stream flowing through the 
threading and another flowing through the annulus generated between insert and pipe. The 
interactions between these fluid streams components ensure higher heat and momentum transfer 
between them. 
• Decreasing the number of channels on threaded inserts results in higher heat transfer effect (high 
Nu) due to increased fluid surface contact region as fluid follows the channel path. 
• For threaded inserts, as the numbers of channels are increased, the deviation of the flow from the 
axial direction decreases, thereby resulting in less energy loss. 
• Enhanced mixing is achieved mainly due to the following reasons: i) swirling flow generated by 
threading, ii) pinching and expansion effect in the cone-cone ends region of the inserts and iii) 
direction reversal of flow due to switching of the direction of inserts threading ensured complete 
mixing. 
• Decreasing the cone angle of the conical end aft results in avoidance of separation (from 90˚ to 
60˚), thereby ensuring smooth unidirectional flow without forming any secondary vortices. 
• Heat transfer enhancement ratio (η) a parameter which evaluates heat transfer capability for same 
pumping power was observed to be higher for threaded inserts than selected conventional passive 
mixers/reactors and satisfying the requirement of mixing intensity. 
• A small increase in the clearance between the insert and the pipe, results in a significant reduction 
of energy dissipation. For the studied geometry of the insert, an increase in clearance by 0.6 mm 
resulted in pressure loss reduction by 46%. 
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• Threaded inserts could achieve excellent mixing (>99 % of mixing intensity) and heat transfer (7 
times of smooth inserts and more than 20 times without inserts). 
The study on different geometric and flow parameters was carried out on the proposed passive mixer-cum- 
reactor design, with the primary objective of enhancing mixing and heat transfer and was successfully 
achieved. A significant local pressure drop is observed in the threaded region of the mixer-cum reactor. The 
length, Lt of the threaded part of the insert (Table 1), distance between two threaded inserts and the clearance 




A Total area of specified region or elemental cell (m2) 
𝐴𝐴𝑊𝑊 Total area of surfaces in contact with fluid (m2) 
AH Heated pipe wall area (m2) 
Ainlet Area of the inlet (m2) 
c Clearance between the insert and pipe (m) 
𝐶𝐶𝑃𝑃 Specific heat of the fluid at constant pressure (Nm/kg.K) 
d Total diameter of the insert (m) 
DH Hydraulic diameter based on volume of the system (m) 
𝐷𝐷𝑖𝑖𝑖𝑖 Mass diffusivity of the mixture of species i (in suffix) (m2/s) 
dm Mean diameter of the insert (m) 
dt Internal diameter of the pipe (m) 
E Total energy per unit mass (Nm/kg) 
f Frictional factor 
ℎ𝑎𝑎𝑎𝑎𝑎𝑎 Average convective heat transfer coefficient (W/m2.K) 
i species 
𝐼𝐼𝑀𝑀 Intensity of mixing 
k Thermal conductivity (W/m.K) 
l Axial advance of thread for one complete turn of 360° (m) 
Lt Length of the threaded part of the insert (m) 
Li Length of the insert (m) 
LM Distance between two consecutive insert units (m) 
L Total length of the considered periodic pipe domain (m) 
LD Half periodic domain, i.e., pipe consisting of a single insert (m) 
𝑖𝑖𝑚 Mass flow rate (kg/s) 
𝑖𝑖𝑚 Average mass fraction (kg/kg) of the reference surface (m) 
𝑖𝑖𝑖𝑖 Mass ratio of species i (kg/kg) 
M Mass of the liquid contained within the reactor/mixer (kg) 
n Number of threads/channels on multi-threaded insert 
Nu Nusselt number 
Re Reynolds number 
p Pitch or width of the thread (m) 
P Static pressure (N/m2) 
Pr Prandtl number 
r, θ, z Cylindrical coordinates 
q Volume flow rate of the fluid through the reactor/mixer (m3/s) 
𝑄𝑄𝑚 Heat input or output to fluid through walls (Nm/s) 
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Re Reynolds number 
t Depth of the thread/channel (m) 
T Temperature (K) 
Tin, Tout Fluid temperature at the inlet and outlet (K) 
∆TLMTD Logarithmic mean temperature difference (K) 
TW Wall temperature (K) 
𝒖𝒖 Velocity vector (m/s) 
𝑢𝑢𝐻𝐻 Superficial velocity of fluid based on hydraulic diameter (m/s) 
𝑢𝑢𝑖𝑖𝑖𝑖𝑖𝑖𝑖𝑖𝑖𝑖 Inlet velocity into the reactor based on the inlet diameter and mass flow rate 
𝑎𝑎𝑖𝑖 Velocity tensor with suffix ‘i’ being the direction of the tensor (m/s) 
𝑎𝑎𝑝𝑝 Velocity of the fluid in pipe (m/s) 
VR Total volume of the mixer/reactor unit consisting of two inserts (m3) 




𝜀𝜀 Energy dissipation rate per unit mass (m2/s3) 
η Heat transfer enhancement ratio 
𝜇𝜇 Dynamic viscosity (kg/m.s) 
𝜗𝜗 Kinematic viscosity (m2/s) 
𝜌𝜌 Density (kg/m3) 
𝜎𝜎2 Variance (kg2) 
𝜏𝜏 Space-time of the fluid in the oscillator (s) 
𝜏𝜏𝜏 Stress tensor (N/m2) 
𝜙𝜙 Angle made by the V-thread (in degrees) 
φ Angle of the thread with respect to pipe axis (in degrees) 






The Supplementary Information has the following figures: 
 
Figure S1: 3D unstructured grid images for 9-channel design exhibiting the cut planes at different critical 
regions of the domain 
Figure S2: CAD design and the generated grid of 5 –channel design reactor at Re = 800 with inserts 
Figure S3: Grid independency studyfor 5- channel design: Variation in pressure drop for different grid 
sizes at Re = 800 
Figure S4: Grid independency study for 5- channel design: Velocity variation along the radial distance 
normal to the axis of the pipe at x/LD=0.54 for different grid sizes at Re = 800 
Figure S5a: Different configurations of threaded cone-cone inserts of manufactured using conventional 
lathe machine 
Figure S5b: Experimental Setup for measuring pressure drop for the 5-channel passive mixer 
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Figure S6: Comparison of Euler number (Eu) obtained from CFD and experiments for 5-channel design 
 
Figure S7: Path lines drawn around the stud and shown from different viewpoints for 5 –channel design 
reactor at Re = 800 
Figure S8a: Stream traces exhibiting the tracer mass fraction for 7-channel and 9-channel design at different 
Re 
 
Figure S9a: Mixing intensity (IM) variation along the length for 5-channel and 9 channel design with Re. 
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